
Type: Semi-hermetic twin screw compressors
Producer: Frascold
Series: CXH

Model: CXH91 180-702 Y

Technical data
Nominal motor power [kW/HP]: 133,7 / 180
Displacement [m³/h]: 702
Capacity control [%]: 25-50-75-100
RPM [min-1]: x
Weight net [kg]: 1475
Weight gross [kg]: 1549
Oil charge [dm³]: 36

Electrical data
Power supply [V/~/Hz]: 380-420/3/50
Locked rotor current Y [A]: 465
Locked rotor current ∆ [A]: 1442

Max. operating current [A]: 315

Max. power input [kW]: 205

Connections
milimeters inches

Suction line: DN80 DN80
Discharge line: 104 4 1/8
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R134a

Cooling capacity [W]
tc \ t e 12.5 10 5 0 -5 -10 -15

30 - - 537 360 444 370 364 170 295 120 235 480

40 643 850 587 380 486 110 398 650 323 460 258 810 203 260

50 571 940 519 870 426 780 346 780 278 240 219 630 169 710

55 532 960 483 650 395 270 319 470 254 820 199 780 153 030

Power input [W]
tc \ t e 12.5 10 5 0 -5 -10 -15

30 - - 83.20 80.70 78.40 76.20 74.30

40 103.50 102.20 100.00 98.20 96.50 94.60 92.30

50 126.00 124.80 122.90 120.90 118.90 116.10 112.30

55 139.40 138.30 136.30 134.10 131.60 128.10 123.50
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Application limits

With liquid injection or oil cooler

Operating conditions: suction gas temperature 10K, 0K subcooling
tc - Condensing temperature [ºC]
te - Evaporating temperature [ºC]
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